PRECAST CONC. VALVE BOX
WITH C.. LID MARKED "WATER”
CHRISTY G-5, OR AN
APPROVED EQUAL

VALVE STEM RISER LEGEND ~  PCC PAMG rRoM 3

BELOW FINISHED GRADE

@ VALVE OPERATING NUT OR 1 7/8" x INPAVED AREAS

1 7/8" x 2° SOUD STEEL WELDED

2"' UNPAVED AREA

WHEN VALVE BOX IS NOT IN ROADWAY,
SLOPE CONCRETE PAD AWAY FROM CASTING

FINISHED GRADE

18" MIN
30" MAX

NUT. LENGTH AS REQUIRED. G——
(5) 3'%3"x1/4” STEEL TOP PLATE WELDED @/

TO RISER SHAFT AFTER GUIDE PLATE )

IS IN PLACE. 0

(6) WRAP 8" RISER IN FELT.

TO GUIDE PLATE. PAVED ARFA

(2) 3/16"HKx7-1/2" FREE SPINNING S _
GUIDE PLATE W/ 2-1/2" Jea [T e
HOLE IN CENTER. Playa | [MIN

gy "

(3) ™Wo 3/16%1-1/2"1-1/2%5" STEEL . | [ 8
ANGLE WELDED TO TWO SIDES OF SN ags o MW
RISER SHAFT. 234 | OB M

(£) 2°x1/2'%3/16" SQUARE_ STRUCTURAL 10| 10
STEEL TUBING TO FIT OPERATING MIN MIN

IF VALVE IS INSTALLED SO THAT TOP OF
/ OPERATING NUT IS MORE THAN 30" BELOW
FINISHED GRADE, INSTALL VALVE STEM RISER

OF SUFFICIENT LENGTH TO RAISE NUT TO
MAX 24" DEPTH.

ASTM 3034. RISER PIPE TO BE PLUMB AND

/X INSTALLATION DETAIL

H
8" SDR 35 PVC SEWER PIPE CONFORMING TO
I~ CENTERED OVER VALVE STEM W/ NO JOINTS.

TYPICAL VALVE BOX & RISER

Q(y SCALE: NONE
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